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Map showing the Sewage Treatment Works In The Didcot and Wantage Constituency
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Figure 1 Layout of Drayton Sewage Treatment Works



DRAYTON SEWAGE TREATMENT WORKS

Data Sheet’

Drayton STW

Parliamentary Constituency

Didcot & Wantage

Local Authority

Vale of White Horse

Environment Agency Primary Discharge Permit TH/CNTD.0030
Date Permit Issued 01/04/2009
Environment Agency Secondary Discharge Permit D.30

Water Company

Thames Water Utilities Ltd

STW Postal Address

Drayton Wastewater Treatment Works, Milton Road, Abingdon OX14 4EZ

Thames Water Reference Number

TWL00162

Designed Population Equivalent

19982

Receiving Water

Ginge Brook and Mill Brook

Waterbody Thames (Evenlode to Thame)
Storm Tank Capacity 312m3

Number of Discharge Outlets 1

Outlet 1 Grid Reference SU 48309332

Outlet 1 Dry Weather Flow

Secondary treated sewage effluent with nutrient removal and storm overflow

Outlet 1 Total Daily Volume

1672m3/day

Outlet 2 Grid Reference

Outlet 2 Dry Weather Flow

Outlet 2 Total Daily Volume

Storm Discharge Overflow Setting

Only when the flow at the inlet sewer exceeds 43.3l/s

Days Discharging (01.01.26-10.03.26)

57 Days

Duration of Discharge (01.01.26-10.03.26)

72045 minutes

Planned Upgrade

An AMP6 upgrade is planned for Drayton STW. Permit variation number
D.30/V003 provides for a major increase in treatment capacity, from 43.3 to 57
litres per second. An increase in storm tank capacity to 705.7 m?3 reduces the
need for untreated discharges in wet weather. Expected completion date spring
2026.

COMPLIANCE ASSESSMENT ACTIVITY"

27.06.25 EPR COMPLIANCE ASSESSMENT REPORT
05.08.25 EPR COMPLIANCE ASSESSMENT REPORT
SPILLS RECORD"
2020 2021 2022 2023 2024
Spills 50 89 32 154 213
Hours 770.77 1324.3 502.3 2204.5 3400

Spill counts are calculated using the 12/24 method. This method was defined by OFWAT. v
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Figure 2 STWs Compared By Storm Overflow Discharges



Designed Population Equivalent

Storm Discharge Trigger (I/s)

Abingdon STW 36,000 Didcot STW 331
Didcot STW 34,000 Abingdon STW 272
Wantage STW 25,900 Wantage STW 217
Drayton STW 19,982 Cholsey WTW 105
Cholsey WTW 18,740 Drayton STW 43.3
South Moreton STW 6,346 Culham STW 31

Culham STW 4,002 Stanford in the Vale STW 22.5
Stanford in the Vale STW 3,000 South Moreton STW 7.4
Uffington STW 750 Uffington STW 3.7

Fig 3 Comparison of Population Designed Equivalents

Comparison of Triggers for Storm Discharges

Drayton Sewage Treatment Works is situated in the Vale of White Horse administrative area east of the Drayton

Park Golf Club in the Didcot and Wantage constituency.
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Figure 4 Location of Drayton STW showing path of flow and waterbody entry points

Storm overflow discharges occur when and only for as long as, the storm tank(s) are full and only when the rate of
flow at the inlet sewer is more than 43.3 litres per second (currently being increased to 57 litres per second) due to
rainfall and/or snow melt and shall consist only of flows more than this figure. The 312m? storm tank(s) (currently
being upgraded to 705.7m?3) shall be emptied automatically and their contents returned for full treatment as soon
as practicable after cessation of the overflow to the storm tank(s).

Outlet 1 flows into Mill Brook/Ginge Brook passing through open countryside and spills into the Thames on a bend
in the river north of Sutton Courtney.
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Figure 5 Discharge Outlet and Sampling Point

Storm Overflow Discharges occur during periods of heavy or prolonged rainfall. The nearest Environment Agency
rainfall gauge (number 261021TP) is located at grid reference SU 49352 95226 which is co-located with the
Abingdon sewage treatment works.

SU 4830 9332

Figure 6 Discharge Outlet
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2026 January Storm Goretti
1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20
Drayton STW - TWL00162 (hours) 0 0 0 0 0 0 0 255 1440 | 330 0 0 120 30 540 1440 | 1440 | 1440 | 1440 | 1440
Abingdon - 261021TP (mm) 1.89 0.5 0.01 0.02 0.01 2.05 0.68 17.85 0.02 0.04 1.72 0.11 5.84 1.17 16.67 5.31 0.15 0.36 0.09 6.12
Storm Chandra February
21 22 23 24 25 26 27 28 29 30 31 1 2 3 4 5 6 7 8 9 10
Drayton STW - TWL00162 (hours) 1440 1440 1440 1440 1440 1425 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440
Abingdon - 261021TP (mm) 12.06 4.87 0.22 5.64 0 11.56 1.88 0.15 2.84 5.51 0.39 3.87 0.37 10.71 1.06 11.39 7.03 2.58 3.24 0.13 8.54
March
11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 1 2
Drayton STW - TWL00162 (hours) 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1380 1185 1155 1320 1125 1065
Abingdon - 261021TP (mm) 0.1 5.25 7.05 5.46 7.73 1.35 0 12.32 0.09 1.57 0.7 0.47 0.12 0.08 0 0.52 2.61 0.09 0 0
3 4 5 6 7 8 9 10
Drayton STW - TWL00162 (hours) 1065 1365 975 120 0 600 840 990
Abingdon - 261021TP (mm) 0 0.06 0 3.42 0.34 0 0 0.61




OFFICIAL DISCHARGE EVENTS DATA DRAYTON WORKS

Duration
Event type Event Start Event End (hours)
Sewage discharge 08/01/2026 19:45 10/01/2026 01:00 29:15:00
Sewage discharge 10/01/2026 15:15 10/01/2026 16:00 00:45
Sewage discharge 10/01/2026 16:30 10/01/2026 17:00 00:30
Sewage discharge 10/01/2026 17:45 10/01/2026 18:15 00:30
Sewage discharge 10/01/2026 18:45 10/01/2026 21:30 02:45
Sewage discharge 13/01/2026 22:00 14/01/2026 00:30 02:30
Sewage discharge 15/01/2026 15:00 26/01/2026 15:15 264:15:00
Sewage discharge 26/01/2026 15:45 25/02/2026 15:00 719:15:00
Sewage discharge 25/02/2026 16:00 26/02/2026 02:45 10:45
Sewage discharge 26/02/2026 07:00 27/02/2026 02:00 19:00
Sewage discharge 27/02/2026 07:45 28/02/2026 02:30 18:45
Sewage discharge 28/02/2026 04:00 28/02/2026 05:15 01:15
Sewage discharge 28/02/2026 06:45 01/03/2026 01:45 19:00
Sewage discharge 01/03/2026 09:45 02/03/2026 01:45 16:00
Sewage discharge 02/03/2026 08:00 03/03/2026 01:45 17:45
Sewage discharge 03/03/2026 08:30 04/03/2026 11:30 27:00:00
Sewage discharge 04/03/2026 12:15 04/03/2026 16:15 04:00
Sewage discharge 04/03/2026 16:45 05/03/2026 00:30 07:45
Sewage discharge 05/03/2026 08:15 06/03/2026 01:15 17:00
Sewage discharge 06/03/2026 09:00 06/03/2026 09:45 00:45
Sewage discharge 08/03/2026 14:00 09/03/2026 00:30 10:30
Sewage discharge 09/03/2026 09:15 10/03/2026 09:30 24:15:00
Sewage discharge 10/03/2026 12:00 10/03/2026 14:00 02:00
Sewage discharge 10/03/2026 19:00 11/03/2026 01:30 06:30

i Data is mainly taken from the DEFRA Public Register of Environmental Discharge of Water and Groundwater Permits, Thames

Water Utilities Ltd published data and Grid Reference Finder

i DEFRA Public Register of Environmental Discharges of Water and Groundwater Permits Compliance Assessments
i DEFRA Official data Event Duration Monitoring -https://environment.data.gov.uk/dataset/21e15f12-0df8-4bfc-b763-

45226c16a8ac

"V How a calculation is performed:

e The count starts when discharge first occurs

Any discharges occurring within the first 12 hours from this spill, even if it stops and restarts, are counted as one spill.

If discharge(s) is/are still occurring within the next 24 hours, after this first 12 hours, that is counted as a subsequent spill, even if it
stops and restarts.

For each 24-hour period, this is repeated and is classed as another spill.
A spill is not over until 24 hours has elapsed since the previous discharge event



