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Map showing the Sewage Treatment Works In The Didcot and Wantage ConsƟtuency 

 
 
 

SOUTH MORETON 

 
Figure 1 Layout of South Moreton Sewage Treatment Works 

 



SOUTH MORETON SEWAGE TREATMENT WORKS  
Data Sheeti 
 

South Moreton STW 
Parliamentary ConsƟtuency  Didcot & Wantage 
Local Authority  South Oxfordshire 
Environment Agency Primary Discharge Permit  TH/TEMP.2900 
Date Permit Issued  03/09/2010 
Environment Agency Secondary Discharge Permit  TEMP.2900 
Water Company  Thames Water UƟliƟes Ltd 
STW Postal Address  South Moreton, Didcot, Wastewater Treatment Works, OX11 9AL  
Thames Water Reference Number  TWL00378 
Designed PopulaƟon Equivalent  6,346 
Receiving Water  Mill Brook and Bradfords Brook system Wallingford  
Waterbody  Thames (Evenlode to Thame) 
Storm Tank Capacity  None 
Number of Discharge Outlets  1 
Outlet 1 Grid Reference  SU 5649 8829 
Outlet 1 Dry Weather Flow  The Temporary Deemed Consent doesn’t have a permiƩed FFT. The flow to 

treatment is 7.4l/s controlled by the pump rate of flow to treatment pumps. 
Outlet 1 Total Daily Volume  No published limit  
Outlet 2 Grid Reference  - 
Outlet 2 Dry Weather Flow  - 
Outlet 2 Total Daily Volume  - 
Storm Discharge Overflow Seƫng  Only when the flow at the inlet sewer exceeds 7.4l/s  
Days Discharging (01.01.26-10.03.26)  56 Days 
DuraƟon of Discharge (01.01.26-10.03.26)  76170 minutes 
Planned Upgrade  An upgrade is planned for South Moreton STW to improve its ability to treat the 

volumes of incoming sewage, reducing the need for untreated discharges in wet 
weather. The scheme, which is sƟll being designed, is due to complete in 2026. 

 

COMPLIANCE ASSESSMENT ACTIVITYii 
07.05.25  EPR COMPLIANCE ASSESSMENT REPORT  
07.05.25  EPR COMPLIANCE ASSESSMENT REPORT 
   

 

SPILLS RECORDiii 
  2020 2021 2022 2023 2024 
Spills  22 150 11 162 261 
Hours  248.33 2141.9 53.6 2568 5353 

Spill counts are calculated using the 12/24 method. This method was defined by OFWAT.iv  
 

 
Figure 2 STWs Compared By Storm Overflow Discharges 



 
Fig 3 Comparison of PopulaƟon Designed Equivalents Comparison of Triggers for Storm Discharges  
 
South Moreton Sewage Treatment Works is situated in the South Oxfordshire administraƟve area northeast of South 
Moreton village and the main railway line.  It is one of several smaller sewage treatment works in the Didcot and 
Wantage ConsƟtuency.  2026 publicity highlighted that this treatment works discharged for over 900 hours.v 
 

 
Figure 4 LocaƟon of South Moreton STW showing path of flow and waterbody entry points 

 
Outlet 1 discharges into Mill Brook eastward through fields unƟl it reaches the outskirts of Wallingford where it 
diverts between Wallingford and Winterbrook using the Bradford’s Stream to spill into the Thames.   There is no 
storm overflow tankage at South Moreton STW. 
 
Storm Overflow Discharges occur during periods of heavy or prolonged rainfall.  The nearest Environment Agency 
rainfall gauge (number 264845TP) is located at grid reference SU 60088 81828 which is located at Cleeve. 
 

 
Figure 5 South Moreton STW and Discharge Outlet 

  



 
 

2026 January     Storm Goretti            

 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 

South Moreton STW - TWL00378 (hours) 0 0 0 0 0 30 0 0 0 0 0 0 0 0 300 0 0 0 0 0 

Cleeve - 264845TP (mm) 1.51 0.01 0 0.04 0.04 5.08 0.46 21.34 0.11 0.02 4.72 0.41 5.01 3.12 14.59 4.78 0.28 0.38 0.26 9.18 

 

      Storm Chandra     February         

 21 22 23 24 25 26 27 28 29 30 31 1 2 3 4 5 6 7 8 9 10 
South Moreton STW - TWL00378 (hours) 735 1440 1440 1380 1440 1365 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 

Cleeve - 264845TP (mm) 16.5 5.35 0.89 4.84 0.05 16.31 5.74 0.07 5.61 5.33 1.23 2.8 0.57 11.56 0.9 11.44 6.58 2.91 3.91 0.97 8.91 

 

                   March 

 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 1 2 

South Moreton STW - TWL00378 (hours) 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 1440 

Cleeve - 264845TP (mm) 1.34 2.83 2.18 4.42 9.27 1.78 0 17.55 0.11 2.37 0.47 0.04 0 0.19 0 1.99 1.4 1.13 0.24 0 

 

                 

 3 4 5 6 7 8 9 10 
South Moreton STW - TWL00378 (hours) 1440 1440 1440 1440 1440 1440 1440 1440 

Cleeve - 264845TP (mm) 0 0.16 0 5.12 0.07 0 0 2.71 



OFFICIAL DISCHARGE EVENTS DATA SOUTH MORETON WORKS 
Event type Event Start Event End Duration (hours) 

Sewage discharge 06/01/2026 11:15 06/01/2026 11:45 00:30 

Sewage discharge 15/01/2026 15:30 15/01/2026 19:30 04:00 

Sewage discharge 15/01/2026 20:00 15/01/2026 20:30 00:30 

Sewage discharge 15/01/2026 21:00 15/01/2026 21:30 00:30 

Sewage discharge 21/01/2026 11:45 24/01/2026 02:30 62:45:00 

Sewage discharge 24/01/2026 03:00 24/01/2026 05:00 02:00 

Sewage discharge 24/01/2026 05:30 26/01/2026 02:15 44:45:00 

Sewage discharge 26/01/2026 02:45 26/01/2026 05:00 02:15 

Sewage discharge 26/01/2026 05:30 15/03/2026 02:45 1149:15:00 

 
 

i Data is mainly taken from the DEFRA Public Register of Environmental Discharge of Water and Groundwater Permits, Thames 
Water UƟliƟes Ltd published data and Grid Reference Finder 
ii DEFRA Public Register of Environmental Discharges of Water and Groundwater Permits Compliance Assessments 
iii DEFRA Official data Event DuraƟon Monitoring -hƩps://environment.data.gov.uk/dataset/21e15f12-0df8-4bfc-b763-
45226c16a8ac   
iv How a calculaƟon is performed: 

 The count starts when discharge first occurs 
 Any discharges occurring within the first 12 hours from this spill, even if it stops and restarts, are counted as one spill. 
 If discharge(s) is/are sƟll occurring within the next 24 hours, aŌer this first 12 hours, that is counted as a subsequent spill, even if it 

stops and restarts. 
 For each 24-hour period, this is repeated and is classed as another spill. 
 A spill is not over unƟl 24 hours has elapsed since the previous discharge event 

v South Moreton sewage spill wildlife concerns as water bills rise - BBC News 


